
Model N-132

SAQ8593

Thank you for purchasing a Noritz Gas Water Heater.  Before using this water heater, please:
• Read this manual to learn how to operate this water heater correctly.
• Make sure the date and location of  purchase indicated on the warranty registration card is

included separately.
• Keep this manual (and the warranty registration card) where it can easily be found whenever

necessary.

NORITZ America Corporation

WARNING: If the information in this manual is not followed exactly, a fire or
explosion may result causing property damage, personal injury or death.

-Do not store or use gasoline or other flammable vapors and liquids in the
vicinity of this or any other appliance.

-WHAT TO DO IF YOU SMELL GAS
• Do not try to light any appliance.
• Do not touch any electrical switch; do not use any phone in your building.
• Immediately call your gas supplier from a neighbor’s phone. Follow the

gas supplier’s instructions.
• If you cannot reach your gas supplier, call the fire department.

- Installation and service must be performed by a qualified installer, service
agency or the gas supplier.

*SAQ8593   T*

R

“Owner’s Manual and Installation Guide
and Warranty Registration Card”
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Prohibited Don’t
touch.

Don’t
disassemble
the equipment.

Don’t touch
with a wet
hand.

No flame.

High
Temperature.

To prevent damage to property and injury to the user, the icons shown below will be used to warn of
varying levels of danger.
Every indication is critical to the safe operation of the water heater and must be understood and
observed.
Potential dangers from accidents during installation and use are divided into the following three
categories. Closely observe these warnings, they are critical to your safety.

Other icons

Danger

Warning

Caution

Ignoring this indication may cause immediate danger of death or
serious injury.

Ignoring this indication may result in death or serious injury.

Ignoring this indication may result in serious injury or physical
damage.

The content following this icon is necessary to understand for safe
and easy use of this water heater.Remark

Be sure
to do.

Ground.Electric
Shock.

    Danger
Do not use the water heater when
the exhaust pipe is displaced, has
holes, or is corroded.

This may allow exhaust to leak from the
pipe, which can result in death from
carbon monoxide poisoning.

If you detect a gas leak:
1. Do not try to light any appliance
2. Do not touch any electrical

switch; do not use any phone in
your building.

3. Immediately call your gas
supplier from a neighbor’s phone.
Follow the gas supplier’s
instructions.

4. If you cannot reach your gas
supplier, call the fire department.

A flame or spark may
ignite the leaked gas.

Indications depending on the level of damage or injury
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Leave the proper clearance between
the water heater and nearby objects
(trees, timber, boxes with flammable
materials etc.).

Do not place or use a spray can
near the heater or the exhaust vent
terminal.

This may result in an explosion or fire.

* Indicates suggested clearances for
maintenance.

Left side:
Min. 2" Right side:

Min. 2"

Min. 3" from
exhaust pipe

Front:
Min. 24"

Do not place combustibles such as
laundry, newspapers, oils etc. near
the heater or the exhaust vent
terminal.

These may cause a fire.

Do not use combustible chemicals
such as oil, gasoline, benzene etc.
in the vicinity of the heater or the
exhaust vent terminal.

These may cause a fire.

Check the air supply vent for dust
or obstructions.

Exhaust vent
terminal

Be sure the gas supplied matches
the gas on the rating plate.

Using an improper gas or electric supply
may cause improper operation, fire or
electric shock.

Do not allow small children to play
unsupervised in the bathroom.
Do not allow small children to
bathe unsupervised.

Accidents may occur.

Consult the nearest Noritz agent if
the water heater location needs to
be changed.

Contact a qualified service
technician for any necessary
repairs, service or maintenance.

    Warning
If you detect abnormal combustion
or abnormal odors, or during an
earthquake, tornado or fire:

1. Turn off the hot water supply
2. Turn off the power to the water

heater
3. Turn off gas and water at the

main
4. Consult the nearest Noritz agent
This will prevent fire, electric shock or
damage to the unit.

Check the temperature of the
running hot water by hand before
taking a shower.

Also check the temperature by
hand before stepping into the bath
tub.

Do not turn off the water heater or
change the water temperature while
someone is bathing.

This can result in scalding or temperature
shock.

Do not install this water heater
outdoors.

It can be damaged by
rain or wind.

    Warning

Automatic Instantaneous Water Heater
NORITZ AMERICA CORPORATION
20492 Crescent Bay Dr. Ste. 104.Lake Forest CA 92630
Tel: (949) 420-0409
Model: N-132
Type of Gas: Natural Gas
BTU Input: Max. 380,000~Min. 20,000
Recovery Rate: 461 Gallons/Hour
Inlet Gas Pressure: Min. 3.5 ~ Max. 10.5 inches
Manifold Gas Pressure: Min. 0.75 ~ Max. 2.4 inches
Electrical Rating: AC 120 Volts 60 Hz
Max Water Pressure: Min. 15 pai ~ Max. 150 psi
ANSI Z21.10. 3 2000

FOR YOUR SAFETY
Do not store of use gasoline or other flammable vaports
and liquid in the vicinity of this or any other appliances

REQUIRED CLEARANCES TO COMBUSTIBLES
Minimum Clearances from Combustible of Non-combustible Construction
Clearance Indoor Install
Top of heater 12 inches
Back of heater 1 inch
Front of heater 4 inches
Non-pipe side 2 inches
Pipe side 6inches

SERIAL NUMBER XXXX. XX-XXXXXX
Made in JAPAN

Manufacturing year and month

IMPORTANT SAFETY INFORMATION -2
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Do not disassemble the remote controller.

This may cause damage to the heater or
unexpected accidents.

Do not use benzene, oil or fat detergents
to clean the remote controller.

This may cause deformation.

Do not get the remote controller wet.

Although it is waterproof, too much water can
cause damage.

Do not splash water on the remote
controller. Do not expose the remote
controller to steam.

Do not locate the remote controller near stoves or
ovens, this may cause damage or failure.

Take measures to prevent the unit from
freezing. ( p.17)

If water is allowed to freeze inside the unit, the unit
may be damaged, and water can leak out of it.

Take necessary measures to prevent
freezing of water and leakage of gas when
leaving the unit unused for long periods of
time. ( p.18)

If it is snowing, check the air inlet, exhaust
gas vent and exhaust vent terminal for
blockage.

This can result in improper function or damage to
the unit.

Do not use parts other than those specified
for this equipment.

Do not drink water that was inside the unit
for an extended period of time, do not
drink the water that comes out of the unit
just after the first use of hot water in the
morning.
Use it for other purposes.

Clean the filter on the water inlet.

If you don’t know where the filter is, contact the
nearest Noritz agent.

Keep the area around the unit clean.

If boxes, weeds, cobwebs, cockroaches etc. are
allowed to be in the vicinity of the unit, damage or
fire can result.

Do not install the equipment where the
exhaust will blow on walls or windows.

This may cause damage or discoloration.

Do not use spring water or well water.

This can cause damage and reduce durability.

Check for proper combustion during
operation and that the flame stops after
operation is finished.

To prevent accidents due to gas.

Be sure to electrically ground the
unit.

Do not touch the power cord with
wet hands.

Keep power cord free of dust.

This can cause a fire.

Do not use a broken or modified
power cord.  Do not bind, bend or
stretch power cords.

Do not place things on them,
scratch.  Do not scratch, modify or
subject them to impact or force.

Do not use the water heater for
other than hot water supply,
shower and bath.

To prevent unexpected accidents.

Do not touch the exhaust vent pipe
during or immediately after
operation of the water heater.

Do not connect the water heater to
a solar water heater.

This can result in unreliable temperature
control, scalding or equipment failure.

Do not use hair spray or spray
detergent in the vicinity of the
heater.

These may cause damage to the heater.

    Caution Remark

IMPORTANT SAFETY INFORMATION -3
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Operation (Remote Controller)

Main remote controller (RC-7646M)

Display
 ( next page) For setting the hot

water temperature,
and other adjustments.

Operation button
For turning the
heater on and off.

Water fill set button
For setting the level of
hot water.

( p.14 and 15)

Setting button

* Before use, remove the protective sheet from the remote controller surface.

Name and Functions of Components

Indoor wall mounted power vented model

* The above illustration shows an example of installation.
The shape of the piping, and the location of the water main, gas main and power cord will
depend on the specific installation.

Main unit

Exhaust gas vent

Front cover

Air inlet

Water supply valve

Gas valve

Water filter
Mounted inside.

( p.20)
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Initial Operation

Before the first use of your water heater, the following preparations and checks are necessary.

1 Fully open the water supply
valve. (Turn the handle so
that is lines up with the pipe.)

Open a hot water fixture to confirm that
water is available, and then close the
fixture again.

3 Fully open the gas valve.

Hot water fixture

Follow steps 1 through 4.

2

Water temperature
(Ex.: 104°F)

Water level
The display will flash.

( p.15)

Failure indicator

When this indicator
lights, the hot water
temperature can be set.

 ( p.13)

Priority indicator

The illustration below shows the remote controller display.  What is actually
displayed depends on how the water heater is set.

Burning indicator

A number will flash if
a failure occurs.

( p.24)

Display

4 Turn on the power.

ONOFF
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1Press the
Operation button.

How to use

Running /Adjusting Hot Water

Previously set
temperature
 (Ex.: 104°F)

The temperature will be
indicated on the display.

1
2 <With Operation button Off>

On

<Remote controller display>

On

Caution
High Temperature

To prevent scalding:

• Check the water temperature by hand before bathing or
showering.

• When you set the temperature to 140°F or 167°F, the
display will flash for 10 seconds to remind you that this
is a high temperature.

• Be careful the next time you use the heater after setting
it at 140°F or 167°F.  Check the temperature setting
before using.

• Do not allow anyone to change the water temperature
while hot water is running.

Flash for 10 sec  light up

43 Run hot water.2 Adjust temperature.

Check the indicator lights.

Hot

Cold

Water temperature

If the remote controller was left set at 167°F the last time it was used, the setting will drop to
140°F as a safety precaution.

On

(°F:                                                                          )The figures shown below are just examples.  The actual temperature setting
necessary depends on the usage, the length of piping and the season.

Stop the hot
water.

*Initial setting (factory setting at shipment)=104°F

Off

Shower, hot water supply,
etc.

Washing
dishes, etc.

Hot water supply, etc. High
temperature

99 100 102 104 106 108 109 111 113 115 117 118 140 167

If using a mixing valve, set the water
temperature on the remote control
approximately 18°F higher than
usual.

( Check the temperature)if you will not be
changing it.

Temperature above 125 degree can scald.
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2Adjust temperature.1 Press the
Operation button.

How to use

Tub Level Alarm

Previously set temperature
(example:  104°F)

Hot

Cold

The temperature will be indicated
on the display.

1. Plug the bath drain.

On

Preparation

3

2,3
1

Check the indicator lights.

Water temperature

On

<With the operation button off>

(Check the
temperature if you will
not be changing it.

)

5 Stop the hot
water when the
alarm sounds.

4 Run the hot
water.3 Adjust tub level

setting.

On

• If water is being used besides what is needed for the tub, the alarm will sound before the set
level is reached in the tub.

• If there was water remaining in the tub, or if the water is not manually turned off after the
buzzer sounds, the tub may overflow.

• If there was water remaining in the tub, the temperature after the tub is filled the rest of the
way will be less than the set temperature.

<The setting is remembered>

Water level will be flashing (ex. 45 gal.)

* The level can be adjusted while
the indicator is flashing.

* The temperature will return after
ten seconds.

Set the water level of your tub, the
choices for settings are anything
between 10 and 65 gal., in increments
of 5, and 80, 90, 105 and 990 gal.
(Reference values)

The alarm will sound when
the specified level has been
reached.  Stop the water.

The alarm will sound for ten
seconds when the water
reaches the specified level.

(But the water will continue to run
unless it is manually turned off.)

Press the operation button (the level
setting indicator will flash) and then
the setting button.

Increase

Decrease

Off

* Initial factory setting at shipment: 104°F

Water temperature

Warmer

99 100 102 104 106 108 109111 113 115 117 118

HotWarm

The temperatures shown below are only examples. Your actual
reaction to set temperatures will depend on the season and the
length of piping.

Note: The alarm will not sound if it
is set for 990 gal.

Note: The alarm will not
sound if it is set for 990
gal.
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When any button on the remote controller is
pushed, a sound is emitted.  This sound can be
muted if you desire.

Water level alarm cannot be muted.

1

How to use

Muting the Sound of the Remote Controller

SoundMute

No sound

1 With the remote controller off, press
and hold the operation button for five
seconds to turn the sound on or off.

After approx.
5 sec.,

sounds.

If water will not flow because it is frozen

Prevention of damage caused by freezing in cold temperatures

1. Close the gas and water valves.
2. Turn off the operation button.
3. Open the water supply valve from time to time to check whether water is running.
4. When the water is flowing again, check for water leaks from the equipment and piping, or

follow steps 1 through 4 on p.11 (“Initial Operation”).

The freeze prevention heaters will
not prevent the plumbing external
to the unit from freezing.  Protect
this plumbing with insulation or an
electric heater.  If you are still
worried that your heater will
freeze, contact the nearest Noritz
agent.

When the temperature drops, the freeze-prevention
heaters are automatically activated to keep the unit
warm and prevent it from freezing.

Normal cold [outside temperatures more than 5°F with no wind]

The heater and piping can be damaged if cold temperatures cause water to freeze inside the
unit.  The damage can be prevented with the following method:

At these temperatures, the units have freeze prevention heaters that will prevent freezing.
* Do not disconnect the power.  The freeze prevention heaters will not work if the power

is disconnected.
* The freeze prevention will work regardless of whether the operation button on the remote

controller has been turned on.

• If the heater or the piping is frozen, do not use the heater, or it may get damaged.
• Repairs for damage caused by freezing is not covered by the warranty.

For severely cold temperatures [ ]
Run water to prevent freezing.

1. Push the operation button and confirm
that the operation light comes on.

2. Close the gas supply valve.
3. Open a hot water fixture and let it run

for approx. 1 minute, and then check
that the number 11 is flashing on the
remote controller display.
* It is possible that a different number may be displayed

on the remote controller, but as long as it is flashing,
you may continue.

4. Open a hot water fixture, and keep a small amount of hot
water running. (.1 gal./minute or about .2” thick.)
* If there is a mixing valve, set it to the highest level.

5. The flow may become unstable from time to time.  Check
the flow 30 minutes later.

• This method can be applied
not only to the heater, but also
to the water supply, water
piping and a mixing valve.

• Remember that if the mixing
valve is set to the maximum
level, there is a risk of scalding.

• If freezing still might occur,
drain the water from the unit
following the steps on p.18.

Hot water fixture

.2” thick

outside temperature including wind chill
less than 5°F
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1 Turn on the operation button, and check that the light comes on.

2 Close the gas valve.

3 Open a hot water fixture, and keep it open for approximately 1 minute until the number 11
is flashing on the remote display.

* It is possible that another number may displayed on the remote controller, but as long as
the number is flashing, you may continue.

4 Close the water supply valve.

5 Keep the operation switch on and disconnect the power.

6 Fully open all hot water fixtures.

7 Remove inlet and outlet drain plugs. (0.66 to 0.88 gal. will drain
out of the unit.)

8 When the water is completely drained, replace all drain plugs
and close the hot water fixtures.

To turn the unit back on

To avoid burns, wait until the equipment cools down before
draining the water.  The appliance remains hot after it is
turned off.

Drain the water as follows:

High Temperature

Provide a pan or bucket for drainage to prevent water damage.

Caution

1. Check that all drain plugs are inserted.
2. Check that all hot water fixtures are closed.
3. Follow the procedure on p.11 “Initial operation”.

This method cannot prevent the water supply, hot water piping and water supply valve from
freezing.
Be sure to protect them with insulation or an electric heater.
(If you are still worried the unit will freeze, consult the nearest Noritz agent.)

7 Drain plug

If the water heater will not be used for a long period of time

Fixture

To avoid burns, wait until the equipment cools down
before draining the water.  The appliance remains hot
after it is turned off.High Temperature

Maintenance (once a month)

Wipe the outside surface with a wet cloth, then dry the surface.  Use a neutral detergent to clean
any stains.

• Do not use benzene, oil or fatty detergent to clean the remote controller.
Deformation may occur.

• The remote controller is waterproof, but it should be kept dry as much as possible.

Caution

Regular Maintenance

Inspection (Once a month)

Check For laundry, newspaper, timber,
oil, spray cans and other
combustible materials. ( p.5)

Equipment

Remote controller

Wipe the surface with a wet cloth.

Check For abnormal sounds
during operation.

For abnormalities in
external appearance,
change in color or flaws.

Check

For water leaks from the
equipment and piping.

Check

For dust in the air inlet.Check

Check For dust and soot in
the exhaust vent or
exhaust vent terminal.

Do not touch with wet hands.
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Maintenance (once a month)

If the water filter is covered with debris, the hot water will not run smoothly, or cold water may
come out.  Clean the filter as explained below.
* To avoid burns, wait until the equipment cools down before draining the water.  The

appliance remains hot after it is turned off.

Water filter

1. Close the water supply valve.
2. Open all hot water fixtures.
3. Take the water filter out of the inlet. (see

illustration on right).
* Water will drain out.

4. Clean the filter with a brush under running water.
5. Replace the filter and screw the drain plug closed.

(Take care not to lose the packing.)
6. Close all hot water fixtures.
7. Open the water supply valve and check that water

is not leaking from the drain plug.

Water supply
valve

Inlet
Packing

Lid

Water filter

Temperature

Hot water is not available when
the hot water fixture is opened.

• Are the gas and water supply valves fully open?

• Is the water supply cut off?

• Is the hot water fixture sufficiently open?

• Is the heater frozen?

• Is the gas meter working?

• (For LP) Is there enough gas in the tank?

• Is the operation button turned on?

• Have you allowed enough time for the cold water in the
pipes to drain out?

• Are the gas and water supply valves fully open?

• Is the water temperature setting appropriate ( p.12
and p.13)?

• If the supply water is at a high temperature, you may
need to increase the flow rate through the heater to get
a low temperature out of it.

Hot water is not available at low
temperatures.

Cold water comes out when the
fixture is barely opened. Only
cold water is available at low
flow rates.

• The heater stops burning when the flow of hot water
becomes less than 0.75 GPM.  Open the hot water
fixture more, and the water temperature will stabilize.

Troubleshooting-1

• Are the gas and water supply valves fully open?

• Is the water temperature setting appropriate ( p.12
and p.13)?

Hot water is not available at
high temperatures.
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Remote controller

The water temperature changes
after a power failure or when the
power is disconnected.

The operation light does
not come on

• Has there been a power failure?

• Is the power connected properly?

• The time on the controller may need to be reset after a
power failure or after the power has been disconnected.
Also, the hot water temperature indicator, and tub level
alarm may have been reset.

Amount of hot water

The pressure at a certain
fixture is not constant.

• When hot water is demanded at other fixtures, the
amount available may be reduced.

• Pressure fluctuations and other plumbing conditions can
cause the temperature and pressure at a fixture to be
unstable, but it should stabilize after a short time.

• To keep the temperature stable, the heater limits the
amount of water that can flow through it to a small
amount initially, but the amount increases over time.

The display (LCD) is unstable. • The liquid crystal display may become unstable when
the remote controller is cleaned with a dry cloth (Leave it
for 30 minutes and it will return to normal).

Other

The Heater stops burning during
operation.

• Are the gas and water supply valves fully open?

• Is the water supply cut off?

• Is the hot water fixture sufficiently open?

• Is the gas meter working?

• (For LP) Is there enough gas in the tank?

• This is normal on cold days.White smoke comes out of the
exhaust vent on a cold day.

The hot water becomes turbid. • This is harmless.  Small bubbles appear as the air in the
water is heated and depressurized rapidly to
atmospheric pressure.  It is similar to the bubbles in beer
or carbonated beverages.

Water leaks from the drain plugs on
the outlet.

• When the main unit is highly pressurized, water will leak
from the drain plugs as a safety so that the unit is not
damaged by the high pressure.

• These plugs are pressure relief valves.  If water is
leaking out of them, excessive pressure is being
supplied to the unit.

Sound

The fan can be heard after
operation is stopped.

The fan can be heard when it is
very cold outside.

• The fan runs for a while to accelerate ignition after the
operation button is turned on.

• The fan may run to prevent freezing.

Troubleshooting-2
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Contact the nearest Noritz agent.Abnormal combustion

Insufficient air supply,
exhaust blockage

(If the alarm doesn’t sound)
• Open a door or window to let air in.
• Close the hot water fixtures.
• Turn off the operation button.  If the

abnormality is corrected, the flashing
number will disappear when the
operation button is turned on again.

* If there is a range hood or kitchen fan in
the room, turn them down.

(If the alarm sounds)
Turn off the operation button to stop the
alarm.

Open a window to let in air.
• Open a window to let in air.
• This heater has an abnormality. Contact

the nearest Noritz agent.

Ignition error Check whether the gas valve is open.  Turn
off the operation button, open a hot water
fixture, and turn on the operation button
again.  If the problem is solved, the flashing
number will disappear.

Indication Cause Action

Flashing

åÃè·ï\é¶Ç Ç®í Ç Ç ÇæÇ Ç¢ åÃè·ï\é¶Ç Ç®í Ç Ç ÇæÇ Ç¢Check for error code on the remote controller
If there is a problem with the unit, a numerical error code will flash on the remote controller.
If this occurs, take appropriate measures as listed below.

Ex. When an error code appears, the display and the operation light will flash
together.

Contact our sales agent if:
• Any other flashing number appears.
• An error code is indicated again after the above actions were followed.
• You have any other questions.

<Main remote controller>

A warranty registration card is included separately.
Be sure that the shop name, date of purchase and other necessary items are filled in.
Read the content carefully, and keep the warranty card in a safe place.

For repairs after the warranty period, there will be a charge on any service, and service will only
be performed if the unit is deemed repairable.

Follow-up service

Requesting service

Minimum period of time for stocking repair parts

Noritz will stock repair parts for this unit for a minimum of seven years after production has
ceased.
These are the parts necessary to repair or maintain this unit.

Reinstallation

Warranty

First follow the instructions in the troubleshooting section (p.21 to p.24).  If the error is not
corrected, contact our sales agent.

If you want to reinstall the appliance at a different location, confirm that the gas and power
supply indicated on the rating plate are available at the new location.  If you are not sure,
consult the local utility company.

If you move to a region that uses a different type of gas, conversion and adjustment of the
appliance will be necessary.  This work will be charged for even during the warranty period.

* It should be noted that a request for service may be rejected if the water heater is
installed in a location where working on the unit may be dangerous.  If so, you will have
to consult a plumber to remove the unit and bring it to a safe location.

We will need to know:
The Model .............. (check the rating plate)

*See p.4 for the location of the label
Date of purchase ... (see the warranty)
Details of error ...... (flashing error codes)
Your name, address, and telephone number
Desired date of visit

Troubleshooting-3
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Specifications

Specifications • Specifications may be changed without prior notice.
• The capacity may differ slightly, depending on the water pressure,

water supply, piping conditions, and water temperature.

Performance table

013

012
017

050

050

033

022

019

020

037

039

021

050

054

035

054

055

024

023

018

050

050

040

038

013

012

034

050

007

006

036

015

027

029

001

052

050

055

External outfitting

Item
Gas
Consumption

Hot Water
Capacity

Capacity Range
Temperature Settings
Default Temperature Options

NG
LP
45˚F Rise
72˚F Rise

13.2 Gal./min.
8.3 Gal./min.

0.75-13.2 Gal./min.
99-118,140,167˚F(14 Options)

108,113,140,167˚F(Original is 108˚F)

Maximum Performance
380,000 btuh
380,000 btuh

Minimum Performance
20,000 btuh
20,000 btuh

Specification
N-132

Indoor, Wall Hanging
Power Vented
Direct Ignition
15-150 PSI
0.75 GPM

29.5"(Height) x 18.9"(Width) x 11.8"(Depth)
108 lbs.

0.8 Gallon
1"
1"

3/4"
120 VAC (60Hz)

NG:140W, LP:135W, Freeze Prevention 355W
Zincified Steel Plate/Acryl Coating

Stainless Steel
Copper Sheeting, Copper Tubing

Flame Rod, Thermal Fuse, Pressure Relief Valve,
Wind Pressure Switch, Lightning Protection Device

(ZNR), Electric Leakage Prevention Device, Overheat
Prevention Device, Freezing Prevention Device, Fan

Rotation Detector

Temperature Control Panel, Exhaust Adapter,
Anchoring Screws

Item
Model Name

Type

Ignition
Operating Pressure
Minimum Flow Rate
Dimensions
Weight
Water Holding Capacity

Accessories

Installation
Air Supply/Exhaust

Connection Sizes

Power Supply

Materials

Water Inlet
Hot Water Outlet
Gas Inlet
Supply
Consumption
Casing
Flue Collar
Heat Exchanger

Safety Devices
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103
105

102

050

104
108

101
050

100

149

156
111 156

109

118

116

151

155

151

151

127

129

050126

050

150

155 117

114

121

120

050

119

050

152

125

154

130

131
132

053

128

106

107

123

112

122

123

116
115

110113

050

135

136

Combustion unit and
gas route

001 Front set AS SBD7537 1
006 Caution label 1 EAU EAUK003 1
007 Caution label 2 EAU EAUK004 1
012 Grommet CXP

   
CXPA026 2

013 Wiring coupling CZL  CZLA010 2
015 Plug insulating sheet CRU CRUK002 1
017 Heater mounting plate 2 DEK DEKA017 1
018 Reactor DMA DMAJ015 1
019 Conduit 90-2 CCP

            
CCPJ028 1

020 Short circuit safety device HMA HMAH001 1
021 Nylon clamp HP-2N (NK-2N) 7144105 1
022 Nylon clamp HP-4N (NK-4N) 7287909 2
023 Reactor mounting plate DMA DMAA019 1
024 Short circuit safety device mounting plate DMA DMAA015 1
027 Raintight seal plate BUB BUBK004 1
029 Connection diagram label EAU EAUK002 1
033 Conduit 92-120 V EAU EAUJ018 1
034 Heater 3W EAV EAVJ010 1
035 Connection caution label EAU EAUK005 1
036 Lamp seal plate DEC DECK008 1
037 Power supply relay cord EAU EAUJ015 1
038 Transformer EAU EAUJ011 1
039 Conduit 92-100 V EAU EAUJ017 1
040 Case EAU EAUA001 1

050 Cross recessed round-head collar N-tapping screw 4X8
051 Cross recessed round-head machine screw M2.3X8
052 Cross recessed type 3 PW EVERTIGHT truss tapping screw 4X12
053 Cross recessed round-head collar N-tapping screw 4X12

054 Cross recessed round-head N-tapping screw 4X12
055 Cross recessed bind machine screw

Part Nos. Part Names Order Nos. Q’ty/unit

External outfitting


